Middle School

i
FSMW-13A
!ESMW-‘]?:B
FEMW-13C

' BG Bowling Green Water District Well

Below Ground Surface

Part per Billion

Micrograms per Liter

Chlorinated Volatile Organic Compounds
In Situ Chemical Oxidation

Early Warning Well

Nassau County, NY.
BA

Legend

4 Tvw-1 Temporary Monitor Well Location
4MW-1  Monitor Well Location

Well Depth
4 <175FeetBGS

4 175-250 Feet BGS

4 >250 Feet BGS

— Operable Unit 1 (OU1) Boundary

-— -— New Cassel Industrial Area Boundary

===memes  Proposed Transmission Pipe

100 ppb (ug/l.) CVOCs Iso-Concentration Contour

» At 150 Feet BGS (Dashed Where Inferred)

At 200 Feet BGS (Dashed Where Inferred

At 285 Feet BGS (Dashed Where Inferred)
m Proposed Area for ISCO
D Proposed Treatment Building

(D In - Well Vapor Stripping Well

Extraction Well and Capture Zone

. Pumped at 60 GPM
. Pumped at 40 GPM

. Pumped at 20 GPM

FSMW Foster Street Monitoring Well

Base map created using parcels map, other data from HDR CAD file.
Map Creation Date: 25 August 2015

Coordinate system: New York State Plane Long Island

FIPS: 3104

Datum: NADS83
Units:  Feet

Data: g:\arcviewprojects\SERAS01\00-275

MXD file: g:\arcinfoprojects\SERASOI\SER00275_New_Cassel PRD\275_TM2015_ConceputalDesign_SelectedRemedy_f2.mxd

0 400 800
ey —— F et

For Settlement Purposes Only - Subject to Rule 408 of the FR.C.P.

Figure 2

U.S. EPA Environmental Response Team
Scientific Engineering Response and Analytical Services

EP-W-09-031
W.A.# 0-275

Conceputal Design
Selected Remedy
NCHGW OuU1 PDI WP

ED_001164_00022797-00001

Nassau County, New York



